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Hydromax Magnetic Wire

Conductor
Electrolytic bare copper wire, soft temper, class 1 stranding.

Insulation
PP - Polypropylene, in blue color.

Maximum temperatures at the conductor
	y 70 °C in continuous service.
	y 100 °C at overload.
	y 160 °C in short circuit.

Implementation
Used in submerged pump windings.

Construction Data*

Conductor
Diameter

(mm)

Thickness
Insulation

(mm)

Outer
Diameter

(mm)

Approx
mass

(kg/km)

Standard Packaging

Reel
(m)

0,40 0,2 0,9 1,6 5000

0,45 0,2 1,0 1,9 5000

0,50 0,3 1,1 2,4 5000

0,55 0,3 1,1 2,8 4500

0,60 0,3 1,2 3,3 4500

0,65 0,3 1,3 3,8 4000

0,70 0,3 1,3 4,3 4000

0,80 0,3 1,4 5,4 3000

0,90 0,3 1,5 6,7 3000

1,00 0,3 1,7 8,3 2500

1,10 0,3 1,8 9,8 2000

1,20 0,3 1,9 11,5 2000

1,30 0,3 2,0 13,4 1500

1,40 0,3 2,1 15,4 1300

1,50 0,3 2,2 17,6 1200

1,60 0,4 2,4 20,1 1000

1,70 0,4 2,5 22,6 1000

1,80 0,4 2,6 25,0 1000

1,90 0,4 2,7 27,8 900

2,00 0,4 2,8 30,7 800

2,10 0,4 2,9 33,6 700

2,20 0,4 3,0 36,6 700

2,30 0,4 3,1 40,0 600

2,40 0,4 3,2 43,4 600

2,50 0,4 3,3 46,9 600

2,60 0,4 3,4 50,6 500

2,80 0,4 3,6 58,4 500

2,90 0,4 3,7 62,5 400

3,00 0,5 4,0 67,8 400

3,20 0,5 4,2 76,8 300

3,30 0,5 4,3 81,4 300

3,40 0,5 4,4 86,3 300

3,60 0,5 4,6 96,3 200

*Data subject to change without prior notice


